**Product Information – TSC-550 with WiFi**

- 2 years parts warranty
- Finger-light touchscreen operation
- Multiple user settings
- Programmable Time and Temperature. Temperature range 50°F min to 125°F max.
- Time up to 60 minutes.
- Built-in WiFi capabilities.
- Operates AromaSense, AudioSense (streaming over WiFi), ChromaSense and ShowerSense options.

**Dimensions:**
- Product# 550 and SH-550: 6 1/4” x 4 1/8” x 1/4”
- Product# 550M and SH-550M: 5 3/4” x 3 5/8” x 1/4”

**Package Includes:** Control, 6-Pin Coupler, Steamhead, Silicone Sealant, Installation and Operating Instructions.

**Required Electrical Service:**
- Low-voltage connection from TSG or SMP generator via multi-conductor cable (supplied with generator).

**Total Sense Touch Control**

- Portrait mode
- Landscape mode

**Installation Notes:**
- Surface Mount - 2 3/4” hole required.
- Must mount inside the steam room.
- Steamist recommends that the multi-conductor cable be run through 3/4” conduit to protect cable from damage and to facilitate easy replacement.
- Mount control near seating area and not above Steamhead.

**Rough-in Notes:**
- 550 and 550M should be mounted 4’ above the floor.
- SH-550 and SH-550M should be mounted 4 1/2’ above the floor.
- Steamhead to be mounted 12” to 18” above the finished floor or 6” above the rim of the tub and as far from the seating area as possible.

**Product No. - Finishes:**

**Transitional**
- 550-PC - Polished Chrome
- 550-PN - Polished Nickel
- 550-BN - Brushed Nickel
- 550-BB - Brushed Bronze
- 550-PG - Polished 24K Gold
- 550-ORB - Oil-Rubbed Bronze

**Modern**
- 550M-PC - Polished Chrome - (with White of Black overlay)
- 550M-PN - Polished Nickel - (with White of Black overlay)
- 550M-BN - Brushed Nickel - (with White of Black overlay)

**NOTE:** For TSSH (Digital Shower Valve) control only, add “SH” in front of the product number.

**Notes**

- For TSSH (Digital Shower Valve) control only, add “SH” in front of the product number.

**Package Contents**

- *Steamhead
- 6-Pin Coupler
- Silicone Sealant

*Transitional Steamhead shown, the 550M (Modern) control will be supplied with a Modern style Steamhead.